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encountered during the test runs. Two sepa-
rate, complete sampling trains are required
for each test run.

16.2.2 Probe Location. Locate the two
probes in the dilution tunnel at the same
level (see Section 6.1.4.3). Two sample ports
are necessary. Locate the probe inlets within
the 50 mm (2 in.) diameter centroidal area of
the dilution tunnel no closer than 25 mm (1
in.) apart.

16.2.3 Sampling Train Operation. Operate
the sampling trains as specified in Section
8.10, maintaining proportional sampling
rates and starting and stopping the two sam-
pling trains simultaneously. The pitot values
as described in Section 8.5.2 shall be used to
adjust sampling rates in both sampling
trains.

16.2.4 Recovery and Analysis of Sample.
Recover and analyze the samples from the
two sampling trains separately, as specified
in Sections 8.12 and 11.0, respectively.

16.2.4.1 For this alternative procedure, the
probe and filter holder assembly may be
weighed without sample recovery (use no sol-
vents) described above in order to determine
the sample weight gains. For this approach,
weigh the clean, dry probe and filter holder
assembly upstream of the front filter (with-
out filters) to the nearest 0.1 mg to establish
the tare weights. The filter holder section
between the front and second filter need not
be weighed. At the end of the test run, care-
fully clean the outside of the probe, cap the
ends, and identify the sample (label). Re-
move the filters from the filter holder as-
semblies as described for container Nos. 1
and 1A in Section 8.12.2.1. Reassemble the fil-
ter holder assembly, cap the ends, identify
the sample (label), and transfer all the sam-
ples to the laboratory weighing area for final
weighing. Requirements for capping and
transport of sample containers are not appli-
cable if sample recovery and analysis occur
in the same room.

16.2.4.2 For this alternative procedure, fil-
ters may be weighed directly without a petri

dish. If the probe and filter holder assembly
are to be weighed to determine the sample
weight, rinse the probe with acetone to re-
move moisture before desiccating prior to
the test run. Following the test run, trans-
port the probe and filter holder to the desic-
cator, and uncap the openings of the probe
and the filter holder assembly. Desiccate for
24 hours and weigh to a constant weight. Re-
port the results to the nearest 0.1 mg.

16.2.5 Calculations. Calculate an emission
rate (Section 12.6) for the sample from each
sampling train separately and determine the
average emission rate for the two values.
The two emission rates shall not differ by
more than 7.5 percent from the average emis-
sion rate, or 7.5 percent of the weighted aver-
age emission rate limit in the applicable sub-
part of the regulations, whichever is greater.
If this specification is not met, the results
are unacceptable. Report the results, but do
not include the results in calculating the
weighted average emission rate. Repeat the
test run until acceptable results are
achieved, report the average emission rate
for the acceptable test run, and use the aver-
age in calculating the weighted average
emission rate.

17.0 References

Same as Method 5, Section 17.0, References
1 through 11, with the addition of the fol-
lowing:

1. Oregon Department of Environmental
Quality. Standard Method for Measuring the
Emissions and Efficiencies of Woodstoves.
June 8, 1984. Pursuant to Oregon Administra-
tive Rules Chapter 340, Division 21.

2. American Society for Testing and Mate-
rials. Proposed Test Methods for Heating
Performance and Emissions of Residential
Wood-fired Closed Combustion-Chamber
Heating Appliances. E–6 Proposal P 180. Au-
gust 1986.
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